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Deep Baffle Design | 36° Beam Angle

COB LED
12 Watts | 900 Lumens

Metal Spring Clips

Color Selectable 

DL = Rated Damp Location DIM = Dimmable
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Designed to reduce glare and 
prevents you from directly facing 
the light source

Color Selectable 30K/40K/50K
92 CRI

LED Recessed Remodel /New 
Construction Canless Downlight

Item# Description Watt Lumen Volt Color Temp Hours Features Dimension(in)

2” Round
85566-SU LFX/DAD/2R/90CRI/8W/3SCT 8 600 120 30K/40K/50K 35000 DL,DIM 2.6(w) 3.2(d)

2” Square | Comming Soon
85567-SU LFX/DAD/2S/90CRI/8W/3SCT 8 550 120 30K/40K/50K 35000 DL,DIM 2.3(h) 3.2(w) 3.2(d) 

4” Round
85564-SU LFX/DAD/4R/90CRI/12W/3SCT 12 900 120 30K/40K/50K 35000 DL,DIM 3.0 (h) 4.8(d) 

4” Square
85565-SU LFX/DAD/4S/90CRI/12W/3SCT 12 900 120 30K/40K/50K 35000 DL,DIM 2.5(h) 4.8(w) 4.8(d) 

Application

Residential   CommercialOfficeHospitalityEducation

Typical Down Light Regressed Anti-Glare

DIMMABLE


